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PK 16001 High Performance

Max. lifting capacities

A

Max. lifting capacities 6100 kg 13440 lbs

Outreach Capacity

hydraulic

4.0 m 13’ 1’’ 3900 kg 8600 lbs

6.0 m 19’ 8’’ 2550 kg 5600 lbs

8.0 m 26’ 3’’ 1880 kg 4150 lbs

C

Max. lifting capacities 5850 kg 12890 lbs

Outreach Capacity

hydraulic

4.2 m 13’ 9’’ 3550 kg 7900 lbs

6.2 m 20’ 4’’ 2250 kg 5000 lbs

8.2 m 26’ 11’’ 1640 kg 3600 lbs

10.3 m 33’ 10’’ 1240 kg 2750 lbs

12.5 m 41’ 0’’ 1020 kg 2250 lbs

manual

14.6 m 47’ 11’’ 810 kg 1790 lbs

16.9 m 55’ 5’’ 660 kg 1460 lbs

D

Max. lifting capacities 5750 kg 12670 lbs

Outreach Capacity

hydraulic

4.3 m 14’ 1’’ 3400 kg 7500 lbs

6.3 m 20’ 8’’ 2150 kg 4750 lbs

8.3 m 27’ 3’’ 1520 kg 3350 lbs

10.4 m 34’ 1’’ 1140 kg 2500 lbs

12.6 m 41’ 4’’ 910 kg 2000 lbs

14.7 m 48’ 3’’ 770 kg 1700 lbs

mechanisch

16.9 m 55’ 5’’ 620 kg 1370 lbs

18.9 m 62’ 0’’ 520 kg 1150 lbs

E

Max. lifting capacities 5650 kg 12450 lbs

Outreach Capacity

hydraulic

4.4 m 14’ 5’’ 3300 kg 7200 lbs

6.4 m 20’ 12’’ 2050 kg 4500 lbs

8.4 m 27’ 7’’ 1420 kg 3100 lbs

10.5 m 34’ 5’’ 1040 kg 2300 lbs

12.7 m 41’ 8’’ 810 kg 1780 lbs

14.8 m 48’ 7’’ 660 kg 1460 lbs

17.0 m 55’ 9’’ 570 kg 1260 lbs

manual

19.0 m 62’ 4’’ 480 kg 1060 lbs
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B

Max. lifting capacities 6000 kg 13200 lbs

Outreach Capacity

hydraulic

4.1 m 13’ 5’’ 3700 kg 8200 lbs

6.1 m 20’ 0’’ 2400 kg 5300 lbs

8.1 m 26’ 7’’ 1760 kg 3850 lbs

10.3 m 33’ 10’’ 1360 kg 3000 lbs

manual

12.5 m 41’ 0’’ 1050 kg 2310 lbs

14.7 m 48’ 3’’ 840 kg 1850 lbs

B

A

C

D E

The outreaches stated are with a boom angle of 20° and are therefore not the maximum.
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6.2 m 20’ 4’’ 2250 kg 5000 lbs

8.2 m 26’ 11’’ 1640 kg 3600 lbs

10.3 m 33’ 10’’ 1240 kg 2750 lbs

12.5 m 41’ 0’’ 1020 kg 2250 lbs

manual

14.6 m 47’ 11’’ 810 kg 1790 lbs

16.9 m 55’ 5’’ 660 kg 1460 lbs

D

Max. lifting capacities 5750 kg 12670 lbs

Outreach Capacity

hydraulic

4.3 m 14’ 1’’ 3400 kg 7500 lbs

6.3 m 20’ 8’’ 2150 kg 4750 lbs

8.3 m 27’ 3’’ 1520 kg 3350 lbs

10.4 m 34’ 1’’ 1140 kg 2500 lbs

12.6 m 41’ 4’’ 910 kg 2000 lbs

14.7 m 48’ 3’’ 770 kg 1700 lbs

mechanisch

16.9 m 55’ 5’’ 620 kg 1370 lbs

18.9 m 62’ 0’’ 520 kg 1150 lbs

E

Max. lifting capacities 5650 kg 12450 lbs

Outreach Capacity

hydraulic

4.4 m 14’ 5’’ 3300 kg 7200 lbs

6.4 m 20’ 12’’ 2050 kg 4500 lbs

8.4 m 27’ 7’’ 1420 kg 3100 lbs

10.5 m 34’ 5’’ 1040 kg 2300 lbs

12.7 m 41’ 8’’ 810 kg 1780 lbs

14.8 m 48’ 7’’ 660 kg 1460 lbs

17.0 m 55’ 9’’ 570 kg 1260 lbs

manual

19.0 m 62’ 4’’ 480 kg 1060 lbs

15°

32ft28ft24ft20ft16ft12ft8ft4ft0ft

max 13440lbs

max 6100kg

4150lbs

5600lbs

8600lbs

3900kg

2550kg

1880kg

–4m

–3m

–2m

–1m

0m

12m

11m

10m

9m

8m

7m

6m

5m

4m

3m

2m

1m

0m

9m8m7m6m5m4m3m2m1m0m

40ft

36ft

32ft

28ft

24ft

20ft

16ft

12ft

8ft

4ft

–12ft

–8ft

–4ft

0ft

15°

3000lbs

3850lbs

5300lbs

8200lbs

3700kg

2400kg

1760kg

1360kg

0m

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

13m

14m

15m

0m

–1m

–2m

–3m

–4m

max 13200lbs

max 6000kg

0m 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m

40ft36ft32ft28ft24ft20ft16ft12ft8ft4ft0ft

0ft

–4ft

–8ft

–12ft

4ft

8ft

12ft

16ft

20ft

24ft

28ft

32ft

36ft

40ft

44ft

48ft

52ft

15°

2250lbs

2750lbs

3600lbs

5000lbs

7900lbs

48ft44ft40ft36ft32ft28ft24ft20ft16ft12ft8ft4ft0ft

60ft

56ft

52ft

48ft

44ft

40ft

36ft

32ft

28ft

24ft

20ft

16ft

12ft

8ft

4ft

–12ft

–8ft

–4ft

0ft

3550kg

2250kg

1640kg

1240kg

1020kg

0m

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

13m

14m

15m

16m

17m

0m

–1m

–2m

–3m

–4m

max 12890lbs

max 5850kg

0m 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m

15°

max 12670lbs

max 5750kg

1700lbs

2000lbs

2500lbs

3350lbs

4750lbs

7500lbs

3400kg

2150kg

1520kg

1140kg

910kg

770kg

0m

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

13m

14m

15m

16m

17m

18m

19m

0m

–1m

–2m

–3m

–4m
0m 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m

68ft

64ft

60ft

56ft

52ft

48ft

44ft

40ft

36ft

32ft

28ft

24ft

20ft

16ft

12ft

8ft

4ft

–12ft

–8ft

–4ft

0ft

56ft52ft48ft44ft40ft36ft32ft28ft24ft20ft16ft12ft8ft4ft0ft 60ft56ft52ft48ft44ft40ft36ft32ft28ft24ft20ft16ft12ft8ft4ft0ft

72ft

68ft

64ft

60ft

56ft

52ft

48ft

44ft

40ft

36ft

32ft

28ft

24ft

20ft

16ft

12ft

8ft

4ft

–12ft

–8ft

–4ft

0ft

15°

max 12450lbs

max 5650kg

1260lbs

1460lbs

1780lbs

2300lbs

3100lbs

4500lbs

7200lbs

3300kg

2050kg

1420kg

1040kg

810kg

660kg

570kg

0m

2m

4m

6m

8m

10m

12m

14m

16m

18m

20m

0m

–2m

–4m
0m 2m 4m 6m 8m 10m 12m 14m 16m 18m

B

Max. lifting capacities 6000 kg 13200 lbs

Outreach Capacity

hydraulic

4.1 m 13’ 5’’ 3700 kg 8200 lbs

6.1 m 20’ 0’’ 2400 kg 5300 lbs

8.1 m 26’ 7’’ 1760 kg 3850 lbs

10.3 m 33’ 10’’ 1360 kg 3000 lbs

manual

12.5 m 41’ 0’’ 1050 kg 2310 lbs

14.7 m 48’ 3’’ 840 kg 1850 lbs
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The outreaches stated are with a boom angle of 20° and are therefore not the maximum.

Camion Gru Mercedes PK 17500C
Perfect blend of function

and comfort

www.palfinger.com

Applications shown in the leaflet do not always correspond to the standard specifications. Design and specification are subject to change 
without prior notice. Dimensions may vary. Subject to technical changes, errors and translation mistakes.

*) Optional features / country-specific equipment
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Technical Specifications (EN 12999 HC1 HD4/B3)

PK 16001 High Performance

Max. lifting moment 16.1 mt / 157.9 kNm 116430 ft.lbs

Max. lifting capacity 6200 kg / 60.8 kN 13670 lbs

Max. hydraulic outreach 17.1 m 56’ 1“

Max. manual outreach 19.1 m 62’ 8“

Slewing angle 420°

Slewing torque 2.0 mt / 19.6 kNm 14470 ft.lbs

Stabilizer spread std. 5.0 m/16’ 5“ max. 6.6 m/21’ 8“

Fitting space required (std.) 0.83 m 2’ 9“

Width folded 2.50 m 8’ 2“

Max. operating pressure 320 bar 4640 psi

Recommended pump capacity  from 40 l / min 10.6 US gal./min 

to 60 l / min 15.9 US gal./min

Dead weight (std.) 1825 kg 4020 lbs

Technical Specifications (EN 12999 HC1 HD4/B3)

PK 18001 EH High Performance

Max. lifting moment  17.8 mt / 174.6 kNm 128730 ft.lbs

Max. lifting capacity 6200 kg / 60.8 kN 13670 lbs

Max. hydraulic outreach 17.1 m 56’ 1“

Max. manual outreach 19.1 m 62’ 8“

Slewing angle 420°

Slewing torque 2.0 mt / 19.6 kNm 14470 ft.lbs

Stabilizer spread std. 5.0 m/16’ 5“ max. 6.6 m/21’ 8“

Fitting space required (std.) 0.83 m 2’ 9“

Width folded 2.50 m 8’ 2“

Max. operating pressure 350 bar 5075 psi

Recommended pump capacity from 60 l / min 15.9 US gal./min

to 80 l / min 21.1 US gal./min

Dead weight (std.) 1850 kg 4080 lbs
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